VALVE MARKER POST AND EXPOSED PORTION
OF PIPE PAINTED WITH 2 COATS OF BLUE
MILLER PAINTS 13LW0054 OR BLUE RODDA
PAINTS EV13D5870 OR EQUAL.

180" (GALV) OPEN PATTERN
RETURN BEND WITH BEEHIVE
STRAINER.

1” UNION (BRASS)

1" X 6" NIPPLE 1" SCHEDULE
(BRASS) MIPT 20 GALV. IRON
PIPE
FRAME W/"WATER” LID — 1” TEE (BRASS) .
OLYMPIC FOUNDRY M/H FIPT W/1" 18°-24
12—A-OR EJIW MANUFACTURER BRASS PLUG ., |
COMPANY #00371803 17 DIELECTRIC UNION
10"-12" 2"-4" ABOVE
CONCRETE PAD —
A e A R IR BN 0 s
R | | > N L
N & a1
, ) 44 1% SLOPE —= SQUARE
(BRASS) o % PAD

- 12" - 36"

21" CONC. PIPE TRAFFIC /

1" 90" ELBOW (BRASS) 1"

APPLICATION OR 18" N—12 PIPE - e TEE W/1” PLUG WITH 1/8"
NON~TRAFFIC_APPLICATIONS - : DRAIN ‘HOLE (BRASS)
(SEE DETAIL "A” BELOW) . L
. T~
| : T~ APCO COMBINATION AR
1% MIN SLOPE & e RELEASE VALVE MODEL
10 VALVE Cﬁ . . 85 NO. 143C OR VALMATIC
= a %’9 MODEL 201C OR EQUAL
TYPE K _COPPER 3 o 0
(@) OCQO~_
Q 0 00
0(8 OO 3 OO 00 o »
1” CORP STOP 000 S 0o S 0 1" BRASS NIPPLE
1" BRASS 90" ELBOW C?daoo o\ eOIEInPo
1” IRON PIPE ADAPTOR RSP \ P 0 8000 % 1" 90" ELBOW (BRASS)
6” OF 1” DRAIN ROCK
DETAIL A BRASS FIPT 1/4 TURN
N—12 APPLICATION BRASS CURB VALVE

ONLY IN NON-TRAFFIC AREAS
=== I=ITI=111= = SURFACE GRADE

CASTING & LID
4” CONC. RING
LDERWOOD
WATE]R)i?LS \TVllzféETWATER
NOTES:
1. INSTALL AT HIGH POINTS IN THE WATER MAIN. 1” COMBINATION AIR AND VACUUM
LOCATIONS AS DIRECTED BY THE DISTRICT. RELEASE VALVE
2. LOCATE AR RELEASE DISCHARGE PIPE NEAR
PROPERTY LIl\iE OR AS DIRECTED BY THE DISTRICT. DATE: 05-2017 DWG. WD=19
3. LENGTH OF 1” TYPE K COPPER AS DIRECTED BY
THE DISTRICT.
APPROVED BY: DLH
DISTRICT ENGINEER
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