LOCKING CLEAN-OUT RING & COVER WITH 2

FINISHED GRADE . 14 STAINLESS STEEL HEAD CAP SCREWS
\ | 5/8°-11.5" COVER TO HAVE CAST IN PLACE
' | HANDLE. SEE NOTE 3.
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P IR (SEE DETAIL TBR-6)
POURED IN PLACE 3000
PSI CONCRETE COLLAR
6”min.
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WITH CONCRETE

\/O USE NON—HANDLE STYLE FOR
AREAS WITH FOOT TRAFFIC.
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SEE DETAIL TBR-6 FOR
FINISHING

PIPE BEDDING FOR TRENCH
BACK FILL MATERIAL

PIPE MATERIAL SAME AS
MAIN LINE

UNDISTURBED EARTH

30" LENGTH REQUIRED

PIPE BEDDING EASEMENT USE
NOTES: LDERWOOD
WATER & WASTEWATER
1. RESTORATION SHALL BE IN ACCORDANCE WITH DISTRICT
DETAIL TBR-S6.
2. TRENCH BACKFILL SHALL BE COMPACTED AND TESTED LAMPHOLE / CLEANOUT
IN ACCORDANCE WITH STANDARD SPECIFICATIONS AND
LOCAL REGULATORY REQUIREMENTS. DATE: 11-=2015 DWG. S—9
3. RING AND COVER SHALL BE EJIW MFG.
CO. MODEL NO. 00366107. APPROVED BY: DLH
DISTRICT ENGINEER
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